@entennial Residential Uncovered

Decks & Porches

Purpose of Guide

The purpose of this guide is to assist you in the permit process for your project. This handout is intended as a basic plan
submittal under the 2015 International Residential Code. It is not intended to cover all circumstances. Depending on the
scope and complexity of your project, additional and/or more detailed plans may be required.

This permitting process is not intended to take the place of any Homeowner Association (HOA) or Civic Association
requirements; therefore, it is important for you to check with your HOA or CA for any additional requirements they may
have.

How to Use this Guide

1. Complete the Building Guide:
Fill in the blanks on page (2) and indicate which construction details will be used. It is important to print legibly to
help staff review the information. At least (2) completed copies must be provided to apply for a building permit.

2. Provide Site Plans:
Show the dimensions of your project and its relationship to existing setbacks easements, structures on the property
and the distance to property lines. Identification of the location of existing easements are the responsibility of the
property owner. Structures shall not be located on easements.

3. Submit a Completed Permit Application:
Applications may be obtained at City of Centennial or www.Centennialco.gov. It is important that the permit is filled
out completely to the best of your knowledge, and that you provide any additional pertinent information.
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Construction Details

Directions

1. Fill in the blanks on page two (2) and three (3) with dimensions and materials that will be used to build the structure.
Please print legibly.

2. Indicate in the check boxes which detail from page three (3) will be used.
Job Site Address:

/ Exsting Building
36" high guardrail with pickets or intermediate rails spaced sothata 4"
sphere cannot pass through,
__E-—.J
MN 36"
Approved flashing required
BETAILA 1x___or2x__ decking 2x__ Joist/spaced  apart
S P 3 EXAMPLE: 134 or 226 Nail decking to joist with galvanized EXAMPLE: 2x10 spaced 24" apart
1966 Fage J: deck nails or non-corrisive screws //
1 ~q]
a 1 B/ 2 Rim Joist
EXAMPLE: 2x10 See At B1 & B2
X Ledger ||CHECK ONE X Beam
= = e — D DETAIL B EXAMPLE: (2) 2x10 See Detail B
ze and Amount of Lag Screws or Bolts
¢ [ ALTERNATE B1
EXAMPLE: TWO 34" x4%" @ 16" oc [1ALTERNATE B2 P __x_ Postsispaced apart
= ~ EXAMPLE 4)4 Posts spaced 8" apart
§ MIN 436 f decking is over 50" in height
& ‘. " Above Grade
\\ R TR
e 1 EXAMPLE. 5-0°
=
Conditions such as attachment to cantilevers or | Span
veneers may require some engineers approval P EXAMPLE:12'
- DETAILC ]
:See Page 3. 49
Finished Grade o i (o
1
Note: If an exit or egress from an existing building passes under the proposed deck or f there is a Co MIN 36" Cai DIA."
patio under the deck a mnimum 6-8" headroom must be maintained under the beam Please EXANELE 12"
indicate any openings in existing wall under the deck. < . ! -

Note: A floor plan (plan preview) showing the dimensions of your project or addition and its relationship to the existing
building or structure on the property must be included. In addition to the projects dimensions, your floor plan must also
show other details such as post locations and spacing, joist and beam spans, and any other pertinent information not
shown on the section drawing.

ALL LUMBER MUST BE RESISTANCE TO DECAY OR PRESSURE TREATED.
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DETAILA DETAIL B
P Existing Building
Approved flashing required
Mail to joist with galvanized nails or non-corrosvie Secure balusters to beam
fasteners T
Beam splices to occur over posts
'f‘ with 114" bearing
1
\_ Mon-corrosive metal joisthangers ?m
Attach ledger to existing building with non-corrosive la \ I
g BRY 4 7 g g ; Non-corrosive metal joisthangers
screws or bolts minimun 16" apart. Locate bolts to penetrate
rim joist or studs. Conditions such as attachment to cantilevers \_
or veneers may require engineers approval. Mon-corrosive metal postbeam connector
DETAIL B1 DETAIL B2

Lag or carriage bolt railing to beam
- ] g ]

Lag or carriage bolt railing to beam
oo 0 2 4 Full depth 2x solid blocking

f ;

Beam splices to occur over posts " MAY Beam splices to occur over posts
with 14" bearing 2 with 114" bearing

o

MNon-corrosive metal postbeam connector L

Non-corrosive metal post/beam
connector

DETAILC

Galvanized metal post base
L
N
B | <)

<

Finished Grade

?

MIN 5" anchor bolt embedded 7" _/i MIN 36"
into concrete pier or the equivalent N
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STAIR & HANDRAIL SPECIFICATIONS

Stairway Notes:
1. Stairway shall be not less than 36" in width
2. Stairway rises shall not be greater than 7%"
Open guard rails and open handrails on decks and 3. Stairway treads shall have a minimum of 10"
stairvays, more than 30" above grade or a floor 4. The greatest riser height and largest tread run in a stairway

below shall have pickets or intermediate rails spaced shall not exceed the smallest by more than 3"

so that a 4" diameter sphere cannot pass through. Stairs are required to be illuminated

Open risers permitted if opening is less than 4" or if rise of

. stairs does not exceed 30" above grade

/_ Guardrail 7. Anosing not less than %" but not more than 14" shall be
provided on stairways with solid risers, and less than 11" run

8.  Stairs shall end at bottom to a flat unobstructed surface

New or existing light required

oo

Ll

™~

Handrail
™ (see details below)

v 36" MIN|

~ 3438

~ above nosing
to top of handrail

N

Less than 6" dia. —~——

Deck

[~

10" MIN run from

. o nosing to nosing
Guardrail required if any

portion of the deck is more 74" MAX rise
than 30" above grade.

Open risers less than 4" 36" MIN |
See #6 above. Not less than
width of stairway
Finished Grade | e |

Landing

Handrail Notes:
1. Handrail shall be continuous on at least one side of stairs with 4 or more risers
2. Handrails shall be placed not less than 34" nor more than 38" above stair nosings
3. The hand grip portion of handrails shall not be less than 1" nor more than 2" in
circular cross section

4. Handrails shall be placed not less than 14" from any wall or other surface
5. Handrails to be returned to wall, post or safety terminal (per 311.7.7.2 IRC)
Acceptable Handrail Details Unacceptable Handrails
14
Vi to 24" i i l Ml?N
Wall or Wall or
other surface other surface

We hope you find the information in this guide useful. If you have any questions, please feel free to contact us.
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